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UVP-46 Series

UVP-46xx UV Specification:

Model UVP-4632 UVP-4648 UVP-4664

Laser Channels 32 48 64

Resolutions 2400, 2800 dpi

Throughput  
2400 dpi 1030mm 

plate
15 pph 20 pph 25 pph

Dot  
Reproduction

1% - 99% dot

Repeatability 0.01 mm

Plate Size Min: 450 x 370 mm           Max: 1160 x 940 mm

Plate Thickness 0.15 - 0.30 mm

Dimensions 1050 x 1895 x 1070 mm

This brochure was produced on a HighWater  
 Prepress System

UVP-46 Series



reliability meets
innovation.
UVP CtP solutions are designed to ensure stable 
and reliable operation throughout their life with 
convenient and easy maintainence backed by 
HighWater’s experienced service and support 
department. With options for full automatic 
loading and unloading to an online processor, 
including de-interleaving, the UVP-46 range is 
designed to work in a normal office or factory  
environment requiring no special safe lights 
and with minimum operator input. They even 
automatically balance their own imaging drum 
to ensure vibration free operation and perfect 
plates regardless of the plate size loaded.

performance meets cost 
efficiency.
Combining all these benefits with low cost of 
ownership, the UVP-46 UV CtP range provides 
affordable metal plate production with an 

excellent price/performance figure. Additional 
options such as PDF workflow, CIP3/4 ink-key 
setting and ROOM proofing help ensure an 
investment geared for long-term success. 

Affordable Quality.
The new UVP-46 UV CtP range from Cron and 
HighWater Designs provide extraordinary quality 
and productivity for an amazingly low cost of 
ownership. With dual output resolutions of 2400 
dpi and 2800 dpi and small laser spot UVP-46 
CtP engines are easily capable of high line screen 
output of halftones at 200 lpi and beyond while 
still maintaining a full 1%-99% tonal range. Both 
cost of ownership and consuambles are kept as 
low as possible through the use of conventional 
PS plates and utilising the customers existing plate 
processor. Innovative and simplified mechanical 
design keep costs to a minimum, ensure stable and 
reliable operation and allow for convenient and 
easy maintenance. With plate to plate registration 
as precise as 0.01 mm the UVP-46 range will 
keep your presses rolling effortlessly with high 
quality colour plates.

Control.
The UVP-46 CtP range include a high-spec PC 
workstation running all the image output and 
control software needed for smooth continuous 
operation and accepts industry standard 1-bit TIFF 
separations from any prepress system for imaging 
to plate. Supplied with the advanced Navigator 
Harlequin RIP as standard, software options 
available include full PDF workflow, imposition, 
In-RIP trapping and proofing. 

Flexible Performance.
With options for 32, 48 or 64 laser beams you 
can choose the price/performance point to suit 
your needs. At 2400 dpi the 32 beam UVP-4632 
is capable of producing 15 8-up (1030 x 790 
mm) plates per hour while the top of the range 
64 beam UVP-4664 can produce an impressive 
25 8-up plates per hour. 
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UVP-46 Systems

Standard
Package

Proofing
Options

Workflow 
Options

Press 
Data  

Options

UVP-46xx Engine
Contoller PC
1-bit TIFF Output Console
Navigator Harlequin RIP
HWRoam

Quickflow PDF workflow
Simple Imposition
TrapPro
ColorPro
HDS
KeySetter Light
KeySetter Pro
KeySetter Connect

PixelProof ROOM
ProofReady Plugins

Quality

Screening resoltuions of greater than 200 lpi

Imaging resolution up to 2800 dpi

1%-99% Dot reproduction

VERSATILITY

Images conventional PS plates

Sizes from 1160x940 down to 450x370mm

Flexible registration system

Plates punched after imaging

SIMPLICITY

Easy to use control software

Simple plate handling

Reliable and accurate imaging

Minimal training requirements

32, 48 or 64 laser channels

Full automated plate handling

Up to 25 8-up plates per hour at 2400 dpi

PERFORMANCE

UVP-46 Series


